
SychemWASTE
Standard Features

One single sliding work surface●

One stainless steel chute●

One bin and trolley●

Removable knockout bar●

Three stage H14 HEPA filtration●

Magnetic scraper●

SychemWASTE

Active Airflow Technology●

Unrivalled Ergonomics●

Universtal Cage Compatibility●

Active Airflow Technology

Sychem’s standalone bedding disposal station ensures user protection in two distinct ways. Firstly, the three stage
filtration process starts by drawing air and potential allergens away from the user, any allergen exposure. Once air is
drawn away from the user it passes through a three stage filtration process, finishing with H14 HEPA filtration.
Secondly, the Active Airflow Technology extends to protecting your users when tying off and removing waste bins. Air
is drawn away from users at bin level to protect them from any LAA release during this procedure.

Optimise your Workflow

The systems ergonomic design allows you to configure your workstation for maximum efficiency. This is achieved
through a fully customisable work surface area, including a slidable tabletop and chute for making it suitable for any
user or environment. For everyday handling, each unit comes as standard with a magnetic scraper to clean down the
unit after each use.

Easy on-site setp up

Powered via a standard mains socket, the standalone waste disposal unit comes with everything you need to get
started such as a single chute, sliding tabletop, scraper, bin and trolley. The station is lightweight, will fit through any
standard door and can be secured safely with lockable front wheels. A simple and easy to use control panel keep you
informed of the machine’s operating status.


